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§195.434

§195.434 Signs.

Each operator shall maintain signs
visible to the public around each pump-
ing station and breakout tank area.
Each sign must contain the name of
the operator and an emergency tele-
phone number to contact.

§195.436 Security of facilities.

Each operator shall provide protec-
tion for each pumping station and
breakout tank area and other exposed
facility (such as scraper traps) from
vandalism and unauthorized entry.

§195.438 Smoking or open flames.

Each operator shall prohibit smoking
and open flames in each pump station
area and each breakout tank area
where there is a possibility of the leak-
age of a flammable hazardous liquid or
of the presence of flammable vapors.

§195.440 Public education.

Each operator shall establish a con-
tinuing educational program to enable
the public, appropriate government or-
ganizations and persons engaged in ex-
cavation-related activities to recognize
a hazardous liquid or a carbon dioxide
pipeline emergency and to report it to
the operator or the fire, police, or
other appropriate public officials. The
program must be conducted in English
and in other languages commonly un-
derstood by a significant number and
concentration of non-English speaking
population in the operator’s operating
areas.

[Amdt. 195-45, 56 FR 26927, June 12, 1991]

§195.442 Damage prevention program.

(a) Except as provided in paragraph
(d) of this section, each operator of a
buried pipeline must carry out, in ac-
cordance with this section, a written
program to prevent damage to that
pipeline from excavation activities.
For the purpose of this section, the
term ‘‘excavation activities’” includes
excavation, blasting, boring, tunneling,
backfilling, the removal of above-
ground structures by either explosive
or mechanical means, and other
earthmoving operations.

(b) An operator may comply with any
of the requirements of paragraph (c) of
this section through participation in a
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public service program, such as a one-
call system, but such participation
does not relieve the operator of the re-
sponsibility for compliance with this
section. However, an operator must
perform the duties of paragraph (c)(3)
of this section through participation in
a one-call system, if that one-call sys-
tem is a qualified one-call system. In
areas that are covered by more than
one qualified one-call system, an oper-
ator need only join one of the qualified
one-call systems if there is a central
telephone number for excavators to
call for excavation activities, or if the
one-call systems in those areas com-
municate with one another. An opera-
tor’s pipeline system must be covered
by a qualified one-call system where
there is one in place. For the purpose
of this section, a one-call system is
considered a ‘‘qualified one-call sys-
tem” if it meets the requirements of
section (b)(1) or (b)(2) or this section.

(1) The state has adopted a one-call
damage prevention program under
§198.37 of this chapter; or

(2) The one-call system:

(i) Is operated in accordance with
§198.39 of this chapter;

(if) Provides a pipeline operator an
opportunity similar to a voluntary par-
ticipant to have a part in management
responsibilities; and

(iii) Assesses a participating pipeline
operator a fee that is proportionate to
the costs of the one-call system’s cov-
erage of the operator’s pipeline.

(c) The damage prevention program
required by paragraph (a) of this sec-
tion must, at a minimum:

(1) Include the identity, on a current
basis, of persons who normally engage
in excavation activities in the area in
which the pipeline is located.

(2) Provides for notification of the
public in the vicinity of the pipeline
and actual notification of persons iden-
tified in paragraph (c)(1) of this section
of the following as often as needed to
make them aware of the damage pre-
vention program:

(i) The program’s existence and pur-
pose; and

(if) How to learn the location of un-
derground pipelines before excavation
activities are begun.
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(3) Provide a means of receiving and
recording notification of planned exca-
vation activities.

(4) If the operator has buried pipe-
lines in the area of excavation activity,
provide for actual notification of per-
sons who give notice of their intent to
excavate of the type of temporary
marking to be provided and how to
identify the markings.

(5) Provide for temporary marking of
buried pipelines in the area of exca-
vation activity before, as far as prac-
tical, the activity begins.

(6) Provide as follows for inspection
of pipelines that an operator has rea-
son to believe could be damaged by ex-
cavation activities:

(i) The inspection must be done as
frequently as necessary during and
after the activities to verify the integ-
rity of the pipeline; and

(ii) In the case of blasting, any in-
spection must include leakage surveys.

(d) A damage prevention program
under this section is not required for
the following pipelines:

(1) Pipelines located offshore.

(2) Pipelines to which access is phys-
ically controlled by the operator.

[Amdt. 195-54, 60 FR 14651, Mar. 20, 1995, as
amended by Amdt. 195-60, 62 FR 61699, Nov.
19, 1997]

§195.444 CPM leak detection.

Each computational pipeline moni-
toring (CPM) leak detection system in-
stalled on a hazardous liquid pipeline
transporting liquid in single phase
(without gas in the liquid) must com-
ply with API 1130 in operating, main-
taining, testing, record keeping, and
dispatcher training of the system.

[Amdt. 195-62, 63 FR 36376, July 6, 1998]
Subpart G

SOURCE: Amdt. 195-67, 64 FR 46866, Aug. 27,
1999, unless otherwise noted.

EFFECTIVE DATE NOTE: At 64 FR 46866, Aug.
27, 1999, subpart G was added, effective Oct.
26, 1999.

§195.501 Scope.

(a) This subpart prescribes the min-
imum requirements for operator quali-
fication of individuals performing cov-
ered tasks on a pipeline facility.

§195.505

(b) For the purpose of this subpart, a
covered task is an activity, identified
by the operator, that:

(1) Is performed on a pipeline facility;

(2) Is an operations or maintenance
task;

(3) Is performed as a requirement of
this part; and

(4) Affects the operation or integrity
of the pipeline.

§195.503 Definitions.

Abnormal operating condition means a
condition identified by the operator
that may indicate a malfunction of a
component or deviation from normal
operations that may:

(a) Indicate a condition exceeding de-
sign limits; or

(b) Result in a hazard(s) to persons,
property, or the environment.

Evaluation means a process, estab-
lished and documented by the operator,
to determine an individual’s ability to
perform a covered task by any of the
following:

(a) Written examination;

(b) Oral examination;

(c) Work performance history review;

(d) Observation during:

(e) Performance on the job,

(f) On the job training, or

(g9) Simulations; or

(h) Other forms of assessment.

Qualified means that an individual
has been evaluated and can:

(a) Perform assigned covered tasks
and

(b) Recognize and react to abnormal
operating conditions.

§195.505 Qualification program.

Each operator shall have and follow a
written qualification program. The
program shall include provisions to:

(a) ldentify covered tasks;

(b) Ensure through evaluation that
individuals performing covered tasks
are qualified;

(c) Allow individuals that are not
qualified pursuant to this subpart to
perform a covered task if directed and
observed by an individual that is quali-
fied;

(d) Evaluate an individual if the oper-
ator has reason to believe that the in-
dividual’s performance of a covered
task contributed to an accident as de-
fined in Part 195;
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